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TYPICAL HIGHWAY SECTIONS

2-LANE SECTION WITH AUXILARY LANE

5-LANE SECTION

4-LANE SECTION

AREA OF TEMPORARY PAVEMENT MARKING

AREA OF TEMPORARY PAVEMENT MARKING

AREA OF TEMPORARY PAVEMENT MARKING

AREA OF TEMPORARAY PAVEMENT MARKING

1.2 m 10.8 m

1.2 m 10.8 m

1.2 m 10.8 m

1.2 m 10.8 m

SIGN 35

W08-12

EXISTING YELLOW

CENTER STRIPE

3-LANE SECTION

EDGE LINES ON MULTILANE DIVIDED SECTIONS

DETAIL A

DIRECTION OF TRAFFIC

APPROXIMATE EDGE

OF SHOULDER

APPROXIMATE EDGE

OF SHOULDER

100 mm WIDE DOUBLE YELLOW 

100 mm WIDE WHITE

100 mm WIDE DOUBLE YELLOW

100 mm WIDE DOUBLE YELLOW

100 mm WIDE WHITE

100 mm WIDE DOUBLE YELLOW

100 mm WIDE WHITE

100 mm WIDE WHITE

NO

CENTER

STRIPE

SIGN 35

W-08-12

EDGE LINES ON TWO-WAY SECTIONS WITH

PAVED SHOULDERS GREATER THAN 1.2 m WIDE

10.8

m

1.2

m

EDGE LINES ON SECTIONS

WITH AGGREGATE OR

PAVED SHOULDERS 1.2 m OR LESS

APPROXIMATE EDGE

OFSHOULDER

60.6 m

61 m

12.2 m

APPROXIMATE 

EDGE OF 

SHOULDER

60.6 m

DETAIL A

TYPE 1 TEMPORARY RAISED 

PAVEMENT MARKER (YELLOW)

TYPE 1 TEMPORARY RAISED 

PAVEMENT MARKER (WHITE)

POSITION OF 

EDGE OF 

TRAVELWAY

4
5
0

4
5
0

6
0
0

GENERAL NOTES:

 

ALL DIMENSIONS SHOWN ARE IN mm UNLESS OTHERWISE 

NOTED.

 

SIGN 35 SHALL BE POST MOUNTED.

 

SIGN 35 IS PLACED AT APPROXIMATELY 1.6 km INTERVALS 

AND AT SIDE ROADS. WHEN INSTALLED AT A SIDE ROAD, ANY

OTHER SIGN 35 LOCATED WITHIN 200 m FROM THE SIDE 

ROAD MAY BE DELETED.

* THREE TYPE 1 TEMPORARY RAISED PAVEMENT 

  MARKERS SHALL BE USED IF SHOULDER  IS 1.8 m 

  OR WIDER.  OTHERWISE, USE TWO TYPE 1 

  TEMPORARY RAISED PAVEMENT MARKERS.

TYPE 1 TEMPORARY RAISED 

PAVEMENT MARKER (WHITE)

100 m WIDE YELLOW

TYPE 1 

TEMPORARY RAISED 

PAVEMENT MARKER *

TEMPORARY PAVEMENT

MARKING

DETAIL B

DETAIL B

DIRECTION OF TRAFFIC

DIRECTION OF TRAFFIC

300

TYPE 2 

TEMPORARY RAISED 

PAVEMENT MARKER 

(WHITE)

TYPE 1 

TEMPORARY RAISED 

PAVEMENT MARKER

(WHITE)
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TWO-LANE TWO-WAY HIGHWAY

12 m

45 m 45 m

35 35

35353535

35 35

0.8 km

(APPROX.)

SIDE ROAD

SIDE ROAD

TEMPORARY RAISED

PAVEMENT MARKER

(YELLOW BOTH SIDES)

WO8-12WO8-12

WO8-12 WO8-12 WO8-12 WO8-12

WO8-12WO8-12

GENERAL NOTES:

 

ALL DIMENSIONS SHOWN ARE IN mm UNLESS OTHERWISE 

NOTED.

 

SIGN 35 AND TEMPORARY PAVEMENT MARKING INSTALLED

WHERE CENTERLINE STRIPING HAS BEEN COVERED OR

REMOVED. SIGNS ARE TO REMAIN IN PLACE UNTIL THE 

PERMANENT CENTERLINE PAVEMENT MARKINGS ARE IN PLACE. 

SIGNS SHALL BE COVERED OR REMOVED WHEN PAVEMENT 

CENTERLINE MARKING HAS BEEN INSTALLED.

 

SIGN 35 IS PLACED AT APPROXIMATELY 1.6 km INTERVALS 

AND AT SIDE ROADS. WHEN SIGN 35 IS INSTALLED AT A 

SIDE ROAD, ANY OTHER SIGN 35 LOCATED WITHIN 200 m 

FROM THE SIDE ROAD MAY BE DELETED.

 

SIGN 35 IS POST MOUNTED IN ACCORDANCE WITH STANDARD 

PLAN M616.10 AND M903.03.

LIMITS OF TEMPORARY PAVEMENT MARKING

TEMPORARY PAVEMENT

MARKING
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